Garages

Any garage built within a house always has
been an expensive solution,

Reason why we offer you traditional garages.
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MODERN TRADITIONAL
3->4m 3-24m
5->10m 5->10mM
210m 210m
2.40m variable
19 /22 RO mm 19 /22 RO mm
250 X 200 cm 250 % 200 cm
steel pahels shingles
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PN1g-3x6 Detail of a steel panal
LOG CABIN
GARAGE
LOG CABIN
E TRADITIONAL
3,5m Front 3->6m’*
6m Depth 5->10m
215 m Sidewall height 221m
375 m Total height variable
16.5-26 mm Wall thickness BL 28 /45 mm
114 x 81cm Window
FIXED
Up and over door 250 X 200 cm
87x191cm
Lo Roof cladding shingles
Front roof 100 Cm
250 X 200 €M
laminated . ; : > :
shingles Double garage (with front 6m) only possible with wall thickness 45 mm
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Detail of doorlocks Detail of doorframe corner joint finish Detail of doorframe construction Detail half glass door

Windows & Doors

Along with all models there is also the possibility

to provide - as an option - extra windows or another
kind of window.

The possibilities vary according to the model.
Therefore it's preferable to ask your dealer ‘s advice.
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Zaffiro door (single and double) sliding door (with or without fixed door panel) Full wood door {single and double) Half glass door (single and double




Detail fullglas door Detall sliding door
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Fixed windows

Fixed windows

Bottom hinged windows

3/4 glass door (single and double) Cottage door (single and double)

Detall window with worling shutters
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Detail sliding door
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Bottom hinged windows
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Cottage door with window (single and double)
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Fullglass door
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Fixed windows

Double door with side windows
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BLas BL 45 rounded BZgo Detail of wall installation BZ detail of construction PN

Installation

!

Please check the package upon arrival according to the attached packing list.

2. When you cannot complete the construction immediately, take care of covered storage.
A high humidity might take care that the wood will swell, so that a normal installation will be
almost impossible.

3. We advise you to study the assembling instructions and drawing carefully.

4. lay-out all parts neatly arranged and logical.

5. Treat all parts which cannot be reached after installation - like corners, tongue and groove -
with a quality preservative.

6. Within 4 weeks after completion of installation you should treat the building both inside and

outside with a good Primer (impregnating agent) and a good finish. Good quality means that

the paint must have perfect moisture regulation and elasticity properties.

Maintenance

In order to protect your Tack garden building against influences of wind, sun and rain, you should
carefully treat the wood as soon as possible, both the inside and the outside.

Itis advisable to treat the outside at least with a protective layer and two covering layers.

Use therefore a stain in a colour of your choise. Your paint specialist will be able to advice you different
paint stains in some nice covering colours. Please see to it that the untreated wood does not come
into contact with humidity and maintain your garden building regularly in order to enjoy the

unique Tack constructions permanently. You can ask your dealer for any kind of additional advice.
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